
MANUAL COLOR DISPENSER

50



IT
 |

 G
L

. D
6

0
1 

| 
V

1.
0

 |
 0

1.
2

0
17

MANUAL COLOR DISPENSER 
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Technical Features
TYPE Countertop and Floor stand versions

TECHNOLOGY Piston Pump

CANISTER MATERIAL 2.4 ltr Nylon 66 solvent resistant canisters

COMPATIBILITY Water / Universal / Solvent Based Colorants

NUMBER OF CANISTERS Available with 12 / 16 / 24 canisters turntables

PUMP SIZE 2 fl. oz (60 ml) piston pump (SS) 

ACCURACY Minimum Dispensing  0.10 ml

TIMER Electric, automatic time controlled bottom agitation

CAN HANDLING Manually adjustable can shelf

SUCK BACK Available

DIMENSIONS Dimensions (12 C, countertop)  W 711 X D 711 X H 584 mm
Dimensions (12 C, floor stand)  W 711 X D 711 X H 1295 mm
Dimensions (16 C, countertop)  W 787 X D 787 X H 584 mm
Dimensions (16 C, floor stand)  W 787 X D 787 X H 1295 mm
Dimensions (24 C, countertop)  W 994 X D 994 X H 584 mm

Dimensions (24 C, floor stand)  W 994 X D 994 X H 1295 mm

NET WEIGHT 12 C (41 kg), 16 C (48Kg), 24 C (65 Kg)

POWER SUPPLY 220V / 50Hz & 110V / 60Hz

OPTIONS Available in different scale

110Volt / 60Hz or 220Volt / 50Hz electric configurations

Custom seals available

Floor stand or Countertop version

THE PERFECT COMPACT & ERGONOMIC MANUAL 
DISPENSER

i50 is the most reliable and strong Manual Tinting Machine 
and continues to hold its own in today’s world of 
Automation. With a single piston pump and new unique 
design of Fractional Scale, the i50 performs in an excellent 
manner with accuracy and repeatability. At ITALTINTO, we 
believe in innovation with convenience. The new design of 
the Valve Assembly in the i50 allows ease in handling, along 
with more efficient auto nozzle closing and suck back. The 
i50 is available in both—water-based and solvent-based 
colorant systems.  

WHY CHOOSE i50

• Compact and economical 

• New advanced design of Valve 
assembly with rotating Knob

• New unique design of Gauge with 
Fractional dispensing

• Suitable from small to medium size 
paint stores.

This information corresponds to the present state of our knowledge and is intended as 
a general description of our products and their possible applications. Italtinto makes no 
warranties, express or implied, as to the information’s accuracy, adequacy, sufficiency 
or freedom from defect and assumes no liability in connection with any use of this 
information. Any user of this product is responsible for determining the suitability of 
Italtinto’s products for its particular applications. *Nothing included in this information 
waives any of Italtinto’s General Terms and Conditions of Sale, which control unless 
it agrees otherwise in writing. Any existing intellectual / industrial property rights must 
be observed. Due to possible changes in our products and applicable national and 
international regulations and laws, the status of our products could change. 
For additional information, please    contact Italtinto.

Charlotte, USA   |  Mumbai, India  |  Milan, Italy  |  Sao Paulo, Brazil

ITALTINTO EUROPE SRL

     +39 02 90005234 

sales.europe@italtinto.com

     

ITALTINTO EQUIPMENTS PVT. LTD.

     +91 9821507298 

sales.amea@italtinto.com

     

ITALTINTO USA CORPORATION
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